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INTRODUCTION
 

 

 

Tried, tested and proven over 17 years working in the Australian market.
Excellent breeding, built from tough DNA.

ENGINE/DRIVETRAIN
TRX250TM features a high-performance cylinder head for increased performance. An oil cooler is standard equipment, ensuring optimal engine
temperatures under difficult operating conditions.

Lightweight, OHV air-cooled 229cc engine is longitudinally mounted to allow direct driveshaft alignment to rear wheels for fewer frictional losses.

Automatic cam-chain tensioner reduces maintenance. Convenient electric starter with auxiliary recoil starter.

CHASSIS/SUSPENSION
Five-speed transmission with reverse and automatic clutch. Front and rear suspension has been upgraded for more comfortable all-day riding.

Lightweight double-cradle steel chassis. Maintenance-free shaft drive routes power directly from the longitudinally mounted engine without
inefficient directional changes.

Ergonomically designed seating and control layouts provide a comfortable operating position for a wide range of rider sizes.

ADDITIONAL FEATURES
Uniquely designed floorboards, which allow the rider’s feet to grip the footrests while keeping mud and debris away from the rider’s feet.

Meets EPA and CARB emissions levels. Large cargo racks front and rear allow payloads of 15 and 30 kilograms, respectively. Large, lightweight
plastic fuel tank with 9 litre capacity.

FOR UP TO DATE SAFETY INFORMATION PLEASE VISIT: http://hondaatvselector.com.au/safety



SPECS
 

ENGINE

ENGINE TYPE 229cc air-cooled OHV longitudinally mounted single-cylinder 4-stroke

BORE AND STROKE 68.5mm x 62.2mm

CARBURATION 22mm piston-valve

IGNITION CD with electronic advance

STARTER Electric with auxiliary recoil

CLUTCH Automatic / Centrifugal

TRANSMISSION 5-speed with reverse

FRAME

DRIVE Direct rear enclosed driveshaft

DIMENSIONS (LXWXH) 1905mm x 1035mm x 1070mm

WHEELBASE 1,130mm

SEAT HEIGHT 793mm

GROUND CLEARANCE 150mm

TURNING RADIUS 2.5m

KERB WEIGHT 199kg

FUEL CAPACITY 9.1 litres (including 2.6 litre reserve)

MAX WEIGHT CAPACITY 175kg



'1710b192-110f-42b4-8b23-d73522a40624'  

TYRES

FRONT 22 x 7-11 inch

REAR 22 x 10-9 inch

SUSPENSION

FRONT Independent double wishbone; 130mm of travel

REAR Swingarm with single shock; 125mm of travel

BRAKES

FRONT Dual sealed hydraulic drums

REAR Sealed mechanical drum

WARRANTY

WARRANTY PERIOD 36 months

VISIT HONDA MOTORCYCLES WEBSITE

For terms and conditions please visit http://about.hondampe.com.au/Terms_and_Conditions

The information in this document is valid as of 16/09/2016. For the most up to date information please visit http://motorcycles.honda.com.au
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